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AMC-ANT-2J0801CF-C40G-A38G

GNSS connector mount antenna

Features

. GPS/Galileo/GLONASS/QZSS/BeiDou
o 1561 — 1606 MHz

° Connector mount

. 28dB gain

. Pre filter

. Low noise figure

. Low power consumption

° Ground plane dependent

o Dimensions: @ 13.2 x 19 x 81.5mm
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1. Antenna and electrical specifications

Parameters GNSS Ceramic Active Antenna

Standards BeiDou GPS/QZSS/Galileo GLONASS
Band (MHz) 1561 1575 1602
Frequency (MHz) 1561.098 1575.42 1598 - 1606
Passive Gain (dBi) ~3.5 ~3.4 ~3.2
Impedance (Ohms) 50

Radiation Pattern

Hemispherical

Voltage Range (V) 1.5-35
Active Gain (dB) 28 @ 2.7V
Noise Figure (dB) 1.8 @ 2.7V
Current Consumption (mA) 9@ 2.7V
Power Consumption (mW) 243 @ 2.7V
SAW Filter Type Pre-Filter
Out of Band Rejection (dB) ~43
ESD Protection (kV) 6

Connector Type

Right-Angle SMA male

Measurement Conditions:

e Mounted on ground plane of 83.4 x 40.4mm

e Measured in certified CTIA 3D anechoic chamber
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2. Mechanical and environmental specifications

Mounting Type Connector mount
Dimensions (mm) ?13.2x19x81.5
Radome TPE UV stable
Radome Colour Black
Operating Temperature (°C) -40 to +85
Storage Temperature (°C) -40 to +85
Substance Compliance RoHS

3. Antenna drawings

81,5
70.4

Alpha Micro Components: Tel: +44 1256 851770 | email: sales@alphamicro.net
www.alphamicro.net



mailto:sales@alphamicro.net
http://www.alphamicro.net/

Page 4 of 5

AMC-ANT-2J0801CF-C40G-A38G datasheet A L P H a M l C RO

c omponents
Rev. 0 —03 January 2023

4. Antenna parameters

Active Gain (dB)
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Radiation pattern reference
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